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Deployment Guidelines 

Are 

ÁGeneral document

Á Large scale principles

describing:
Required ICT Infrastructure

Standards and agreements

é

Service level

Business Model

é

Are not

ÁDetailed information document

ÁUser Guide

ÁDeveloperôs Guide

Á Examples for developers
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Deployment Guidelines 

Is 

ÁGeneral document

Á Large scale principles
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Standards and agreements

é

Service level
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é

Is not

ÁDetailed information document

ÁUser Guide

ÁDeveloperôs Guide

Á Examples for developers

ITS action plan and national ITS frameworks

Core service descriptions as developed 

by EW partners

Available technology, 

approved specifications and standards

DATEX II 

DG
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Why Datex II ?

ÁTo comply to the ITS Action Plan rules 

ÁTo ensure the continuity of ITS services for passenger and 

freight in transport

Therefore itôs a need:

ÁTo speak the same language

ÁTo limit the development of specific interfaces

ÁTo use the same dictionary

ÁTo use the same Grammatik
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One example of the need to use Datex

Situation described without Datex

Á At the break of dawn on a beautiful winterôs morning, first day of the Advent, 

while lay languorously the morning mist, happened an usual incident at the very 

spot where the local bailiff was executing embellishment of the sit in order to 

ensure its suitability for steeds, which had lasted since before the Spring new 

moon and which should have ended on the penultimate moon of Autumn but 

had been extended due to woe betiding the country and was not resting 

although it was the lordôs day, occupying both the upper cobblestones and the 

muck of the wayside in direction of the castle, bringing tragedy to the lives of 

two yokels knocked down by the steed of a valiant knight, himself slain by the 

fall.

Same situation described within Datex using 4 events

Á Accident with 3 dead persons including one VIP on the 29th November 2009 at 

7:00 AM

Á Weather related : Fog

Á Roadworks from 26th March to 2nd November every day Sunday excepted 

overrunning with no end known

Á Road Management Fast lane and hard shoulder closed northbound
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Datex II coverage
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Required ICT Infrastructure

The main objectives for DATEX II is to be platform independent.

Datex II:
Á Is using Internet and its standards (http and soap)

Á Uses UML (Unified Modelling Language) for modelling of the traffic information 
and control domain

Á Uses the XML Schema (eXtensible Markup Language Schema Description) 
directly obtained from UML model

Á Uses the WSDL (Web Service Description Language) to facilitate the 
development of software and exchange

Á Is just a part of the TCC, TIC or service operator (Website provider, TMC 
broadcasters, é) systems and donôt need special additional computer 
configuration.

Á To prove it : One Datex II standalone application 
on a USB Key uses data provided from both France and 
Spain  and needs only a PC with an internet connection
to run
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Standards and agreements

DATEX specification is now in process for standardisation  to 

become a CEN Technical Specification:

Á Part 1: Context and framework

Á Part 2: Location referencing

Á Part 3: Situation publication

Cooperation with ISO TC204 is initiated for developing a 

common standard

Further developments are also in view:

Á VMS publication

Á TMP management using Datex II messages and exchange

ÁExtensions capability é
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Functional architecture

Modelling
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Technical view

Exchange schema

PUSH or PULL

Á Road Operator to Road Operator

- PUSH

Á Road Operator to Service provider

- PULL or PUSH

Á Service Operator to é

- PULL for website or map

- PUSH for TMC services or other on air
services


